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DCM PVDC Coater 1350 mm width ï installed in 2000 
 
DUAL BORACOAT COMBI is equipped with 2 coating heads for the following processes : 
  
To coat a primer, solvent base, quantity 0.55 to 2 gsm dry.  
To coat PVDC, water based, quantity 3 to 5 gsm dry. 
 
BOPP 12 to 50 µm  
BOPET 10 to 50 µm 
Other materials within the capability of coating units, drying and tension range. 
Machine did only do trial runs and is vertically like new. 
 
Max. web width 1350 mm 
Max. coating width 1300 mm 
Max. un- and rewind diameter 1000 mm 
Unwind tension range 4-30 daN ï at rewind (taper tension) 3-40 daN 
Max. production speed depending on coating weight and solid content 150 m/min. 
One drying tunnel of 3.4 meter 
Two vertical drying hoods of 1.7 meter with 9 blowing nozzles. 
Common exhaust fan of 30.000 qbm capacity. 
PVDC coating kit included 
One drying tunnel of 7.5 meter with one vertical hood of 5 nozzles and infrared lamp. 
3 independent  2 meter with 7 blowing nozzles. 
Complete drive and controls, electrics and DIGITAL PILOT system with touch screen. 
Handling trolleys for un- and rewind rolls as well as the coating units. 
 
Original new price was ú700.000,- Very attractive sale price today 
All offers are subject to prior sales. Technical Data, equipment and parts are subject to final confirmation 
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View of coating section with unwinds 
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